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§ 63.3082(c) if you were eligible for and 
chose to comply with the emission lim-
its of § 63.3090(b) or § 63.3091(b); or 

(ii) The combined electrodeposition 
primer, primer-surfacer, topcoat, final 
repair, glass bonding primer, and glass 
bonding adhesive operations plus all 
coatings and thinners, except for dead-
ener materials and for adhesive and 
sealer materials that are not compo-
nents of glass bonding systems, used in 
coating operations added to the af-
fected source pursuant to § 63.3082(c). 

(8) All data and calculations used to 
determine compliance with the sepa-
rate limits for electrodeposition primer 
in § 63.3092(a) or (b) if you were eligible 
for and chose to comply with the emis-
sion limits of § 63.3090(b) or § 63.3091(b). 

(9) All data and calculations used to 
determine the monthly mass average 
HAP content of materials subject to 
the emission limits of § 63.3090(c) or (d) 
or the emission limits of § 63.3091(c) or 
(d). 

(10) All data and calculations used to 
determine the transfer efficiency for 
primer-surfacer and topcoat coatings, 
and for all coatings, except for dead-
ener and for adhesive and sealer that 
are not components of glass bonding 
systems, used in coating operations 
added to the affected source pursuant 
to § 63.3082(c). 

(11) You must include the informa-
tion specified in paragraphs (c)(11)(i) 
through (iii) of this section. 

(i) For each emission capture system, 
a summary of the data and copies of 
the calculations supporting the deter-
mination that the emission capture 
system is a permanent total enclosure 
(PTE) or a measurement of the emis-
sion capture system efficiency. Include 
a description of the procedure followed 
for measuring capture efficiency, sum-
maries of any capture efficiency tests 
conducted, and any calculations sup-
porting the capture efficiency deter-
mination. If you use the data quality 
objective (DQO) or lower confidence 
limit (LCL) approach, you must also 
include the statistical calculations to 
show you meet the DQO or LCL cri-
teria in appendix A to subpart KK of 
this part. You do not need to submit 
complete test reports. 

(ii) A summary of the results of each 
add-on control device performance 

test. You do not need to submit com-
plete test reports unless requested. 

(iii) A list of each emission capture 
system’s and add-on control device’s 
operating limits and a summary of the 
data used to calculate those limits. 

(12) A statement of whether or not 
you developed and implemented the 
work practice plans required by 
§ 63.3094(b) and (c). 

[69 FR 22623, Apr. 26, 2004, as amended at 71 
FR 76927, Dec. 22, 2006] 

§ 63.3120 What reports must I submit? 
(a) Semiannual compliance reports. You 

must submit semiannual compliance 
reports for each affected source accord-
ing to the requirements of paragraphs 
(a)(1) through (9) of this section. The 
semiannual compliance reporting re-
quirements may be satisfied by reports 
required under other parts of the CAA, 
as specified in paragraph (a)(2) of this 
section. 

(1) Dates. Unless the Administrator 
has approved a different schedule for 
submission of reports under § 63.10(a), 
you must prepare and submit each 
semiannual compliance report accord-
ing to the dates specified in paragraphs 
(a)(1)(i) through (iv) of this section. 

(i) The first semiannual compliance 
report must cover the first semiannual 
reporting period which begins the day 
after the end of the initial compliance 
period described in § 63.3160 that applies 
to your affected source and ends on 
June 30 or December 31, whichever oc-
curs first following the end of the ini-
tial compliance period. 

(ii) Each subsequent semiannual 
compliance report must cover the sub-
sequent semiannual reporting period 
from January 1 through June 30 or the 
semiannual reporting period from July 
1 through December 31. 

(iii) Each semiannual compliance re-
port must be postmarked or delivered 
no later than July 31 or January 31, 
whichever date is the first date fol-
lowing the end of the semiannual re-
porting period. 

(iv) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, and if the permitting authority has 
established dates for submitting semi-
annual reports pursuant to 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
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71.6(a)(3)(iii)(A), you may submit the 
first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of according to the date specified 
in paragraph (a)(1)(iii) of this section. 

(2) Inclusion with title V report. If you 
have obtained a title V operating per-
mit pursuant to 40 CFR part 70 or 40 
CFR part 71, you must report all devi-
ations as defined in this subpart in the 
semiannual monitoring report required 
by 40 CFR 70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A). If you submit a semi-
annual compliance report pursuant to 
this section along with, or as part of, 
the semiannual monitoring report re-
quired by 40 CFR 70.6(a)(3)(iii)(A) or 40 
CFR 71.6(a)(3)(iii)(A), and the semi-
annual compliance report includes all 
required information concerning devi-
ations from any emission limit, oper-
ating limit, or work practice in this 
subpart, its submission shall be deemed 
to satisfy any obligation to report the 
same deviations in the semiannual 
monitoring report. However, submis-
sion of a semiannual compliance report 
shall not otherwise affect any obliga-
tion you may have to report deviations 
from permit requirements to the per-
mitting authority. 

(3) General requirements. The semi-
annual compliance report must contain 
the information specified in paragraphs 
(a)(3)(i) through (iv) of this section, and 
the information specified in paragraphs 
(a)(4) through (9) and (c)(1) of this sec-
tion that are applicable to your af-
fected source. 

(i) Company name and address. 
(ii) Statement by a responsible offi-

cial with that official’s name, title, and 
signature, certifying the truth, accu-
racy, and completeness of the content 
of the report. 

(iii) Date of report and beginning and 
ending dates of the reporting period. 
The reporting period is the 6-month pe-
riod ending on June 30 or December 31. 

(iv) Identification of the compliance 
option specified in § 63.3090(b) or 
§ 63.3091(b) that you used for 
electrodeposition primer, primer-sur-
facer, topcoat, final repair, glass bond-
ing primer, and glass bonding adhesive 
operations plus all coatings and thin-
ners, except for deadener materials and 
for adhesive and sealer materials that 

are not components of glass bonding 
systems, used in coating operations 
added to the affected source pursuant 
to § 63.3082(c) in the affected source dur-
ing the initial compliance period. 

(4) No deviations. If there were no de-
viations from the emission limitations, 
operating limits, or work practices in 
§§ 63.3090, 63.3091, 63.3092, 63.3093, and 
63.3094 that apply to you, the semi-
annual compliance report must include 
a statement that there were no devi-
ations from the emission limitations 
during the reporting period. If you used 
control devices to comply with the 
emission limits, and there were no pe-
riods during which the CPMS were out 
of control as specified in § 63.8(c)(7), the 
semiannual compliance report must in-
clude a statement that there were no 
periods during which the CPMS were 
out of control during the reporting pe-
riod. 

(5) Deviations: adhesive, sealer, and 
deadener. If there was a deviation from 
the applicable emission limits in 
§ 63.3090(c) and (d) or § 63.3091(c) and (d), 
the semiannual compliance report 
must contain the information in para-
graphs (a)(5)(i) through (iv) of this sec-
tion. 

(i) The beginning and ending dates of 
each month during which the monthly 
average organic HAP content exceeded 
the applicable emission limit in 
§ 63.3090(c) and (d) or § 63.3091(c) and (d). 

(ii) The volume and organic HAP con-
tent of each material used that is sub-
ject to the applicable organic HAP con-
tent limit. 

(iii) The calculation used to deter-
mine the average monthly organic 
HAP content for the month in which 
the deviation occurred. 

(iv) The reason for the deviation. 
(6) Deviations: combined 

electrodeposition primer, primer-surfacer, 
topcoat, final repair, glass bonding primer 
and glass bonding adhesive, or combined 
primer-surfacer, topcoat, final repair, 
glass bonding primer, and glass bonding 
adhesive plus all coatings and thinners, 
except for deadener materials and for ad-
hesive and sealer materials that are not 
components of glass bonding systems, used 
in coating operations added to the af-
fected source pursuant to § 63.3082(c). If 
there was a deviation from the applica-
ble emission limits in § 63.3090(a) or (b) 
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or § 63.3091(a) or (b), the semiannual 
compliance report must contain the in-
formation in paragraphs (a)(6)(i) 
through (xiv) of this section. 

(i) The beginning and ending dates of 
each month during which the monthly 
organic HAP emission rate from com-
bined electrodeposition primer, primer- 
surfacer, topcoat, final repair, glass 
bonding primer, and glass bonding ad-
hesive plus all coatings and thinners, 
except for deadener materials and for 
adhesive and sealer materials that are 
not components of glass bonding sys-
tems, used in coating operations added 
to the affected source pursuant to 
§ 63.3082(c) exceeded the applicable 
emission limit in § 63.3090(a) or 
§ 63.3091(a); or the monthly organic 
HAP emission rate from combined 
primer-surfacer, topcoat, final repair, 
glass bonding primer, and glass bond-
ing adhesive plus all coatings and thin-
ners, except for deadener materials and 
for adhesive and sealer materials that 
are not components of glass bonding 
systems, used in coating operations 
added to the affected source pursuant 
to § 63.3082(c) exceeded the applicable 
emission limit in § 63.3090(b) or 
§ 63.3091(b). 

(ii) The calculation used to deter-
mine the monthly organic HAP emis-
sion rate in accordance with § 63.3161 or 
§ 63.3171. You do not need to submit the 
background data supporting these cal-
culations, for example information pro-
vided by materials suppliers or manu-
facturers, or test reports. 

(iii) The date and time that any mal-
functions of the capture system or add- 
on control devices used to control 
emissions from these operations start-
ed and stopped. 

(iv) A brief description of the CPMS. 
(v) The date of the latest CPMS cer-

tification or audit. 
(vi) The date and time that each 

CPMS was inoperative, except for zero 
(low-level) and high-level checks. 

(vii) The date and time period that 
each CPMS was out of control, includ-
ing the information in § 63.8(c)(8). 

(viii) The date and time period of 
each deviation from an operating limit 
in Table 1 to this subpart; date and 
time period of each bypass of an add-on 
control device; and whether each devi-
ation occurred during a period of start-

up, shutdown, or malfunction or during 
another period. 

(ix) A summary of the total duration 
and the percent of the total source op-
erating time of the deviations from 
each operating limit in Table 1 to this 
subpart and the bypass of each add-on 
control device during the semiannual 
reporting period. 

(x) A breakdown of the total duration 
of the deviations from each operating 
limit in Table 1 to this subpart and by-
passes of each add-on control device 
during the semiannual reporting period 
into those that were due to startup, 
shutdown, control equipment problems, 
process problems, other known causes, 
and other unknown causes. 

(xi) A summary of the total duration 
and the percent of the total source op-
erating time of the downtime for each 
CPMS during the semiannual reporting 
period. 

(xii) A description of any changes in 
the CPMS, coating operation, emission 
capture system, or add-on control de-
vices since the last semiannual report-
ing period. 

(xiii) For each deviation from the 
work practice standards, a description 
of the deviation, the date and time pe-
riod of the deviation, and the actions 
you took to correct the deviation. 

(xiv) A statement of the cause of 
each deviation. 

(7) Deviations: separate 
electrodeposition primer organic HAP con-
tent limit. If you used the separate 
electrodeposition primer organic HAP 
content limits in § 63.3092(a), and there 
was a deviation from these limits, the 
semiannual compliance report must 
contain the information in paragraphs 
(a)(7)(i) through (iii) of this section. 

(i) Identification of each material 
used that deviated from the emission 
limit, and the dates and time periods 
each was used. 

(ii) The determination of mass frac-
tion of each organic HAP for each ma-
terial identified in paragraph (a)(7)(i) 
of this section. You do not need to sub-
mit background data supporting this 
calculation, for example, information 
provided by material suppliers or man-
ufacturers, or test reports. 

(iii) A statement of the cause of each 
deviation. 
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(8) Deviations: separate 
electrodeposition primer bake oven cap-
ture and control limitations. If you used 
the separate electrodeposition primer 
bake oven capture and control limita-
tions in § 63.3092(b), and there was a de-
viation from these limitations, the 
semiannual compliance report must 
contain the information in paragraphs 
(a)(8)(i) through (xii) of this section. 

(i) The beginning and ending dates of 
each month during which there was a 
deviation from the separate 
electrodeposition primer bake oven 
capture and control limitations in 
§ 63.3092(b). 

(ii) The date and time that any mal-
functions of the capture systems or 
control devices used to control emis-
sions from the electrodeposition prim-
er bake oven started and stopped. 

(iii) A brief description of the CPMS. 
(iv) The date of the latest CPMS cer-

tification or audit. 
(v) The date and time that each 

CPMS was inoperative, except for zero 
(low-level) and high-level checks. 

(vi) The date, time, and duration that 
each CPMS was out of control, includ-
ing the information in § 63.8(c)(8). 

(vii) The date and time period of each 
deviation from an operating limit in 
Table 1 to this subpart; date and time 
period of each bypass of an add-on con-
trol device; and whether each deviation 
occurred during a period of startup, 
shutdown, or malfunction or during an-
other period. 

(viii) A summary of the total dura-
tion and the percent of the total source 
operating time of the deviations from 
each operating limit in Table 1 to this 
subpart and the bypasses of each add- 
on control device during the semi-
annual reporting period. 

(ix) A breakdown of the total dura-
tion of the deviations from each oper-
ating limit in Table 1 to this subpart 
and bypasses of each add-on control de-
vice during the semiannual reporting 
period into those that were due to 
startup, shutdown, control equipment 
problems, process problems, other 
known causes, and other unknown 
causes. 

(x) A summary of the total duration 
and the percent of the total source op-
erating time of the downtime for each 

CPMS during the semiannual reporting 
period. 

(xi) A description of any changes in 
the CPMS, coating operation, emission 
capture system, or add-on control de-
vices since the last semiannual report-
ing period. 

(xii) A statement of the cause of each 
deviation. 

(9) Deviations: work practice plans. If 
there was a deviation from an applica-
ble work practice plan developed in ac-
cordance with § 63.3094(b) or (c), the 
semiannual compliance report must 
contain the information in paragraphs 
(a)(9)(i) through (iii) of this section. 

(i) The time period during which each 
deviation occurred. 

(ii) The nature of each deviation. 
(iii) The corrective action(s) taken to 

bring the applicable work practices 
into compliance with the work practice 
plan. 

(b) Performance test reports. If you use 
add-on control devices, you must sub-
mit reports of performance test results 
for emission capture systems and add- 
on control devices no later than 60 days 
after completing the tests as specified 
in § 63.10(d)(2). You must submit reports 
of transfer efficiency tests no later 
than 60 days after completing the tests 
as specified in § 63.10(d)(2). 

(c) Startup, shutdown, and malfunction 
reports. If you used add-on control de-
vices and you had a startup, shutdown, 
or malfunction during the semiannual 
reporting period, you must submit the 
reports specified in paragraphs (c)(1) 
and (2) of this section. 

(1) If your actions were consistent 
with your SSMP, you must include the 
information specified in § 63.10(d) in the 
semiannual compliance report required 
by paragraph (a) of this section. 

(2) If your actions were not con-
sistent with your SSMP, you must sub-
mit an immediate startup, shutdown, 
and malfunction report as described in 
paragraphs (c)(2)(i) and (ii) of this sec-
tion. 

(i) You must describe the actions 
taken during the event in a report de-
livered by facsimile, telephone, or 
other means to the Administrator 
within 2 working days after starting 
actions that are inconsistent with the 
plan. 
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(ii) You must submit a letter to the 
Administrator within 7 working days 
after the end of the event, unless you 
have made alternative arrangements 
with the Administrator as specified in 
§ 63.10(d)(5)(ii). The letter must contain 
the information specified in 
§ 63.10(d)(5)(ii). 

§ 63.3130 What records must I keep? 
You must collect and keep records of 

the data and information specified in 
this section. Failure to collect and 
keep these records is a deviation from 
the applicable standard. 

(a) A copy of each notification and 
report that you submitted to comply 
with this subpart, and the documenta-
tion supporting each notification and 
report. 

(b) A current copy of information 
provided by materials suppliers or 
manufacturers, such as manufacturer’s 
formulation data, or test data used to 
determine the mass fraction of organic 
HAP, the density and the volume frac-
tion of coating solids for each coating, 
the mass fraction of organic HAP and 
the density for each thinner, and the 
mass fraction of organic HAP for each 
cleaning material. If you conducted 
testing to determine mass fraction of 
organic HAP, density, or volume frac-
tion of coating solids, you must keep a 
copy of the complete test report. If you 
use information provided to you by the 
manufacturer or supplier of the mate-
rial that was based on testing, you 
must keep the summary sheet of re-
sults provided to you by the manufac-
turer or supplier. If you use the results 
of an analysis conducted by an outside 
testing lab, you must keep a copy of 
the test report. You are not required to 
obtain the test report or other sup-
porting documentation from the manu-
facturer or supplier. 

(c) For each month, the records spec-
ified in paragraphs (c)(1) through (6) of 
this section. 

(1) For each coating used for 
electrodeposition primer, primer-sur-
facer, topcoat, final repair, glass bond-
ing primer, and glass bonding adhesive 
operations and for each coating, except 
for deadener and for adhesive and seal-
er that are not components of glass 
bonding systems, used in coating oper-
ations added to the affected source pur-

suant to § 63.3082(c), a record of the vol-
ume used in each month, the mass frac-
tion organic HAP content, the density, 
and the volume fraction of solids. 

(2) For each thinner used for 
electrodeposition primer, primer-sur-
facer, topcoat, final repair, glass bond-
ing primer, and glass bonding adhesive 
operations and for each thinner, except 
for thinner used for deadener and for 
adhesive and sealer that are not com-
ponents of glass bonding systems, used 
in coating operations added to the af-
fected source pursuant to § 63.3082(c), a 
record of the volume used in each 
month, the mass fraction organic HAP 
content, and the density. 

(3) For each deadener material and 
for each adhesive and sealer material, 
a record of the mass used in each 
month and the mass organic HAP con-
tent. 

(4) A record of the calculation of the 
organic HAP emission rate for 
electrodeposition primer, primer-sur-
facer, topcoat, final repair, glass bond-
ing primer, and glass bonding adhesive 
plus all coatings and thinners, except 
for deadener materials and for adhesive 
and sealer materials that are not com-
ponents of glass bonding systems, used 
in coating operations added to the af-
fected source pursuant to § 63.3082(c) for 
each month if subject to the emission 
limit of § 63.3090(a) or § 63.3091(a). This 
record must include all raw data, algo-
rithms, and intermediate calculations. 
If the guidelines presented in the 
‘‘Protocol for Determining Daily Vola-
tile Organic Compound Emission Rate 
of Automobile and Light-Duty Truck 
Topcoat Operations,’’ EPA–450/3–88–018 
(Docket ID No. OAR–2002–0093 and 
Docket ID No. A–2001–22), are used, you 
must keep records of all data input to 
this protocol. If these data are main-
tained as electronic files, the elec-
tronic files, as well as any paper copies 
must be maintained. These data must 
be provided to the permitting author-
ity on request on paper, and in (if cal-
culations are done electronically) elec-
tronic form. 

(5) A record of the calculation of the 
organic HAP emission rate for primer- 
surfacer, topcoat, final repair, glass 
bonding primer, and glass bonding ad-
hesive plus all coatings and thinners, 
except for deadener materials and for 
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